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          	Description


          
            This test method covers the determination of the fracture energy Gf of asphalt mixtures by means of the semicircular bend geometry (SCB).  The method also includes procedures for calculating fracture toughness (KIC and stiffness (S).  The SCB specimen is a half disc with a notch (its length expressed in meters) that makes an angle α with the verical axis of the disc.

The procedures in this standard provide parameters that describe the fracture resistance of asphalt mixtures at low temperatures.  These parameters are used in the new low-temperature module of the Mechanistic Empirical Pavement Design guide.

These procedures apply to test specimens having a maximum aggregate size of 19 mm or less.  Specimens shall be 150 ± 9 mm in diameter and 24.7 mm ± 2 mm thick.  These procedures are valid at temperatures below the performance grade (PG) lower limit of the asphalt binder used to prepare the asphalt mixture plus 22°C.Product Details
        	Published:
	 2013
	Number of Pages:
	14
	File Size:
	 						1      			file      			, 1.9 MB					

      

                                  

        

		
			
            
               

            
            
          

		

      

            Related Products

      
                                                
          
            [image: AASHTO TP 79-13]

            
              AASHTO TP 79-13

              Standard Method of Test for Determining the Dynamic Modulus and Flow Number for Hot Mix Asphalt (HMA..

                            
                                $34.00 $68.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: AASHTO M 255M/M 255-05 (2013)]

            
              AASHTO M 255M/M 255-05 (2013)

              Standard Specification for Steel Bars, Carbon, Hot-Wrought, Special Quality, Mechanical Properties (..

                            
                                $21.00 $42.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: AASHTO T 68M/T68-09]

            
              AASHTO T 68M/T68-09

              Standard Method of Test for Tension Testing of Metallic Materials (ASTM Designation: E 8/E 8M-08)..

                            
                                $33.00 $66.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: AASHTO T 152-11]

            
              AASHTO T 152-11

              Standard Method of Test for Air Content of Freshly Mixed Concrete by the Pressure Method (ASTM Desig..

                            
                                $25.00 $50.00
                              

                          

            
              Add to Cart 
              
            

          

        

                

                              

                  

    








  
    
            
        Information

        	About Us
	Download & Delivery
	Search Tips
	Terms & Conditions


      

            
        Customer Service

        	Contact Us
	Site Map


      

      
        Extras

        	Publishers
	Specials


      

      
        My Account

        	My Account
	Order History
	Wish List
	My Downloads


      

    

    

    CopyRight © 2024 PDF Online Sales

  




