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          	Description


          
            This guide provides a comprehensive procedure for testing a manufacturer's laminate foil moisture impervious barrier for use in XLPE insulated transmission cables.  The testing protocol confirms the mechanical integrity of the laminated foil design and its bonding strength to the cable jacket, to ensure there will be no moisture ingress into the cable core after the samples have been subjected to simulated field installation requirements and simulated long-term operational characteristics.

This guide is intended to be a complement to other guides and specifications governing the testing of XLPE transmission cables, and should not be construed as negating the need for any part of any other applicable guides or specifications.  When the tests specified in this document have  been performed on the smallest and largest size cable cores, the test results for this specific jacket and moisture barrier design are applicable to all intervening cable core sizes in the same product range, as long as the same exact materials and the same construction and manufacturing processes have been employed.

This guide details a systematic test sequence that can be used by the cable manufacturers to determine if their finished product, a transmission cable with laminate foil design, will prevent moisture ingress into its cable core.

The following topics will be discussed to assist the user of this Guide to become more familiar with the cable laminate foil design:	a) Principles and Basic Background Factors
	b) Moisture Barriers
	c) Properties and Testing of Metallic Laminated Moisture Barriers
	d) Qualification Tests of Metallic Laminated Moisture Barriers
	e) Sample Test of Metallic Laminated Moisture Barriers

Product Details
        	Edition:
	1st
	Published:
	 10/01/2011
	Number of Pages:
	28
	File Size:
	 						2      			files      			, 520 KB					

      

                                  

        

		
			
            
               

            
            
          

		

      

            Related Products

      
                                                
          
            

            
              AEIC CG6-14

              Guide for Establishing the Maximum Operating Temperatures of Extruded Dielectric Insulated Shielded ..

                            
                                $25.00 $50.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            

            
              AEIC CG9-00

              Guide for Installing, Operating, and Maintaining Lead Covered Cable Systems Rated 5kV through 46 kV-..

                            
                                $25.00 $50.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            

            
              AEIC CG11-13

              Guide for Reduced Diameter Extruded Dielectric Shielded Power Cables Rated 5 through 35 kV - 2nd Edi..

                            
                                $25.00 $50.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            

            
              AEIC CS3-16

              Specifications for Impregnated-Paper Insulated Metallic-Sheathed Cable, Low Pressure Gas-Filled Type..

                            
                                $25.00 $50.00
                              

                          

            
              Add to Cart 
              
            

          

        

                

                              

                  

    








  
    
            
        Information

        	About Us
	Download & Delivery
	Search Tips
	Terms & Conditions


      

            
        Customer Service

        	Contact Us
	Site Map


      

      
        Extras

        	Publishers
	Specials


      

      
        My Account

        	My Account
	Order History
	Wish List
	My Downloads


      

    

    

    CopyRight © 2024 PDF Online Sales

  




