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          	Description


          
            This method is for determining liquid volume-percent (LV-%) levels of aromatic, olefinic and saturated hydrocarbons by column chromatography, in distillate fuels having viscosities in the range of 1.5 to 5.5 mm2/s (cSt) at 40 degrees C, boiling in the range of 150 to 400 degrees C (300 to 750 degrees F). The method is designed for full boiling range materials, not narrow cuts.  The lower detection limit for a hydrocarbon type is 0.4 LV-%.  Hydrocarbons boiling in the kerosene range (150 to 290 degrees C) are an exception and should be analyzed by UOP Method 311 or ASTM Test Method D 1319.
  The indicated aromatic hydrocarbons can include some diolefins, aromatic olefins, compounds containing sulfur and nitrogen or higher boiling oxygenated compounds if these are present in the sample being analyzed.  Samples that contain dark-colored components that interfere in reading the chromatographic bands cannot be analyzed.
  Additional methods for specific hydrocarbon type analysis include: 1) ASTM Test Method D 6591, an HPLC method for determination of aromatic hydrocarbon types in middle distillates boiling in the range from 150 to 400 degrees  C (300 to 750 degrees  F) and 2) ASTM Test Method D 5186, an SFC method for determination of the aromatic content and polynuclear aromatic content of diesel fuels and aviation turbine fuels.
Product Details
        	Published:
	 07/24/2002
	Number of Pages:
	12
	File Size:
	 						1      			file      			, 75 KB					

      

                                  

        

		
			
            
               

            
            
          

		

      

            Related Products

      
                                                
          
            [image: UOP 962-98]

            
              UOP 962-98

              Copper in Gasoline and Naphtha by Flame-AAS or ICP-AES..

                            
                                $110.00 $220.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: UOP 731-74]

            
              UOP 731-74

              Total Sulfur in Heavy Oils, Tars and Solids by Microcoulometric Titration, Single Entry Boat Techniq..

                            
                                $128.00 $256.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: UOP 744-04]

            
              UOP 744-04

              Aromatics in Hydrocarbons by Gas Chromatography..

                            
                                $132.00 $263.00
                              

                          

            
              Add to Cart 
              
            

          

        

                                                        
          
            [image: UOP 374-90]

            
              UOP 374-90

              p-Phenylenediamine Type Inhibitors in Gasoline..

                            
                                $128.00 $256.00
                              

                          

            
              Add to Cart 
              
            

          

        

                

                              

                  

    








  
    
            
        Information

        	About Us
	Download & Delivery
	Search Tips
	Terms & Conditions


      

            
        Customer Service

        	Contact Us
	Site Map


      

      
        Extras

        	Publishers
	Specials


      

      
        My Account

        	My Account
	Order History
	Wish List
	My Downloads


      

    

    

    CopyRight © 2024 PDF Online Sales

  




